
Commercial Range Dry Verge Unit

Multi

RussFast Ridge Roll 5m
Ventilated or Unventilated

RussFast Mono Ridge Union
x10

Uni Angle Ridge
457mm x 250mm
Weight
6kg
Maximum Roof Pitch
45°

Uni Angle Block End Ridge
457mm x 250mm
Weight
8.5kg
Maximum Roof Pitch
45°

Half Round Ridge
457mm x 250mm
Weight
5kg
Maximum Roof Pitch
45°

Half Round Block End Ridge
457mm x 250mm
Weight
7.4kg
Maximum Roof Pitch
45°

Multi Ridge
457mm x 250mm
Weight
5.4kg
Maximum Roof Pitch
45°

Multi Block End Ridge
457mm x 250mm x 100mm
Weight
6.8kg
Maximum Roof Pitch
45°

Third Round Ridge
457mm x 250mm
Weight
5kg
Maximum Roof Pitch
To be used on the hip only

Mono Ridge
457mm x 300mm x 150mm
Weight
8.8kg
Maximum Roof Pitch
35°

3 Hole Crested Ridge
457mm x 250mm
Weight
7.4kg

Club Crested Ridge
457mm x 250mm
Weight
7.4kg

Fleur-de-Lys Crested Ridge
457mm x 250mm
Weight
7.4kg

Cockscomb Crested Ridge
457mm x 250mm
Weight
7.4kg

Ball Top Ridge
457mm x 250mm
Weight
12kg

Scroll End Ridge
457mm x 250mm
Weight
12kg

RussFast Ridge Roll 5m
Ventilated or Unventilated

RussFast Ridge Union
x10

Ridge Batten Connector 
x10

RussFast Union Clip
x10

100mm x M5 S/S screw
x10

Profiles Available
Uni Angle / Half Round
Maximum Roof Pitch
Uni Angle 45°
Half Round 45°                                                           
Free Ventilation Area
12,170mm²

Minimum Pitch
As per tile profile                                                          
Free Ventilation Area
7,000mm²
Recommended Tile Spacing
5mm gap - 1.4m centres
10mm gap - 0.7m centres
Profiles Available
All interlocking tile profiles

Minimum Pitch
22.5°                                                          
Free ventilation area
10,000mm²
Recommended Tile Spacing
5mm gap - 2m centres
10mm gap - 1m centres
Profiles Available
Galloway, Lothian
Moray, Polden
Grampian, Highland

Abutment Vent System 3m                              
Minimum Pitch
As per tile profile
Maximum Pitch
60°                                                        
Free Ventilation Area
5,000mm²
Profile
Suitable for use with both 
interlocking and plain tiles

Plain Tile Cloak Verge

Plain Tile Valley

135° External Angle 90° External Angle

Half Round Baby Ridge Uni Angle Baby Ridge

Plain Tile Vent

Natural Range Verge Clip

Grampian/Highland Verge Clip

Pennine/Double Roman Verge Clip

Hip Clip

Commercial Range Tile/Eave Clip

Natural Range Tile/Eave Clip

Uni Angle

Third Round

Hip Batten Connector
x10

RussFast Union Clip
x10

125mm x M5 S/S Screw
x10

RussFast Hip Roll 5m
Unventilated

RussFast Hip Union
x10

Uni Angle

Multi

Half Round

Profile Filler x20
(to suit tile profile)

100mm x 3.75mm S/S Nail
x6

Neoprene Washer
x6

Felt Support Tray
x10

Over Fascia Ventilator 10mm or 25mm
x6

 Roll Out Rafter Eave Vent
300mm x 6m

Ventilator Strip x8

Vent Flow Unit
x4

Natural Range Dry Verge Unit Natural Range Ridge End Cap Natural Range 
Eaves Stop End

Left Hand

Right Hand

Ridge Tiles Crested Ridge Tiles

Dry Fix Systems

GRP Dry Fix Valley Trough 3m

Ventilation Products Fixings and Clips

Commercial Range
Eaves Stop End

Left Hand

Right Hand

Uni Angle Hip End
430mm x 250mm
Weight
6.3kg

Multi Ridge
430mm x 250mm
Weight
5kg

Third Round Ridge
430mm x 250mm
Weight
6.3kg

Hip End Tiles

Commercial Range

            www.russellrooftiles.co.uk
 Burton-on-Trent: 01283 517070   Lochmaben: 01576 778565

salesenquiries@russellrooftiles.com   Fax: 01283 516290

Arris Hip 90° Arris Hip 135°

Bonnet Hip

Fleur-de-Lys Finial Ridge
457mm x 250mm
Weight
12.2kg

Eaves Closure Piece Top Closure Piece 90°

3m Hip Roll

Regency Range Blends

Size
418mm x 330mm

Weight
4.6kg

Thickness
16mm

Cover Width
300mm

Minimum Headlap*
75mm (normal exposure)

Maximum Gauge
343mm

Tile Clip
Natural Tile Clip fixed 
with a 65 x 3.35mm nail

Tiles per Pallet
240

Tiles per Band
40

Weight of Tiling
75mm headlap -
45kg/m²
100mm headlap -
48kg/m²

Covering Capacity
75mm headlap -
9.7 tiles/m²
100mm headlap -
10.5 tiles/m²

Nail Size
40mm x 3.35mm 
Aluminium Alloy

Batten Size
50 x 25mm (rafters not 
exceeding 600mm c/c)

Weight of Pallet
1104kg

Minimum Pitch*
100mm headlap - 17.5°
75mm headlap - 22.5°

Roof Accessories

Moray Polden Bute

Regency Range

Roof Accessories

Size
418mm x 330mm

Weight
4.6kg

Thickness
16mm

Cover Width
300mm

Minimum Headlap*
75mm (normal exposure)

Maximum Gauge
343mm

Tile Clip
Natural Tile Clip fixed 
with a 65 x 3.35mm nail

Tiles per Pallet
240

Tiles per Band
40

Weight of Tiling
75mm headlap -
45kg/m²
100mm headlap -
48kg/m²

Covering Capacity
75mm headlap -
9.7 tiles/m²
100mm headlap -
10.5 tiles/m²

Nail Size
40mm x 3.35mm 
Aluminium Alloy

Batten Size
50 x 25mm (rafters not 
exceeding 600mm c/c)

Weight of Pallet
1104kg

Minimum Pitch*
100mm headlap - 17.5°
75mm headlap - 22.5°

Size
418mm x 330mm

Weight
4.6kg

Thickness
16mm

Cover Width
300mm

Minimum Headlap*
75mm (normal exposure)

Maximum Gauge
343mm

Tile Clip
Natural Tile Clip fixed 
with a 65 x 3.35mm nail

Tiles per Pallet
240

Tiles per Band
40

Weight of Tiling
75mm headlap -
45kg/m²
100mm headlap -
48kg/m²

Covering Capacity
75mm headlap -
9.7 tiles/m²
100mm headlap -
10.5 tiles/m²

Nail Size
40mm x 3.35mm 
Aluminium Alloy

Batten Size
50 x 25mm (rafters not 
exceeding 600mm c/c)

Weight of Pallet
1104kg

Minimum Pitch*
100mm headlap - 17.5°
75mm headlap - 22.5°

Size
418mm x 330mm

Weight
4.6kg

Thickness
16mm

Cover Width
300mm

Minimum Headlap*
75mm (normal exposure)

Maximum Gauge
343mm

Tile Clip
Natural Tile Clip fixed 
with a 65 x 3.35mm nail

Tiles per Pallet
240

Tiles per Band
40

Weight of Tiling
75mm headlap -
45kg/m²
100mm headlap -
48kg/m²

Covering Capacity
75mm headlap -
9.7 tiles/m²
100mm headlap -
10.5 tiles/m²

Nail Size
40mm x 3.35mm 
Aluminium Alloy

Batten Size
50 x 25mm (rafters not 
exceeding 600mm c/c)

Weight of Pallet
1104kg

Minimum Pitch*
100mm headlap - 17.5°
75mm headlap - 22.5°

Size
418mm x 330mm

Weight
4.6kg

Thickness
16mm

Cover Width
300mm

Headlap
145mm or 165mm

Gauge
273mm or 253mm

Tile Clip
Natural Tile Clip fixed 
with a 65 x 3.35mm nail

Tiles per Pallet
240

Tiles per Band
40

Weight of Tiling
145mm headlap -
56kg/m²
165mm headlap -
61kg/m²

Covering Capacity
145mm headlap -
12.2 tiles/m²
165mm headlap -
13.2 tiles/m²

Nail Size
40mm x 3.35mm 
Aluminium Alloy

Batten Size
50 x 25mm (rafters not 
exceeding 600mm c/c)

Weight of Pallet
1104kg

Minimum Pitch*
17.5°

Pennine
Size
418mm x 330mm

Weight
5.4kg

Thickness
25mm

Cover Width
298mm

Minimum Headlap
75mm

Maximum Gauge
343mm

Tile Clip
Commercial Tile Clip fixed 
with a 65 x 3.35mm nail

Tiles per Pallet
192

Tiles per Band
32

Weight of Tiling
75mm headlap -
53kg/m²
100mm headlap -
58kg/m²

Covering Capacity
75mm headlap -
9.8 tiles/m²
100mm headlap -
10.6 tiles/m²

Nail Size
50mm x 3.35mm 
Aluminium Alloy

Batten Size
50 x 25mm (rafters not 
exceeding 600mm c/c)

Weight of Pallet
1037kg

Minimum Pitch
100mm headlap - 17.5°
75mm headlap - 22.5°

Size
418mm x 330mm

Weight
5.4kg

Thickness
25mm

Cover Width
298mm

Minimum Headlap
75mm

Maximum Gauge
343mm

Tile Clip
Commercial Tile Clip fixed 
with a 65 x 3.35mm nail

Tiles per Pallet
192

Tiles per Band
32

Weight of Tiling
75mm headlap -
53kg/m²
100mm headlap -
58kg/m²

Covering Capacity
75mm headlap -
9.8 tiles/m²
100mm headlap -
10.6 tiles/m²

Nail Size
50mm x 3.35mm 
Aluminium Alloy

Batten Size
50 x 25mm (rafters not 
exceeding 600mm c/c)

Weight of Pallet
1037kg

Minimum Pitch
100mm headlap - 17.5°
75mm headlap - 22.5°

Size
418mm x 330mm

Weight
5kg

Thickness
30mm

Cover Width
298mm

Minimum Headlap
75mm

Maximum Gauge
343mm

Tile Clip
Natural Tile Clip fixed 
with a 65 x 3.35mm nail

Tiles per Pallet
192

Tiles per Band
32

Weight of Tiling
75mm headlap -
49kg/m²
100mm headlap -
53kg/m²

Covering Capacity
75mm headlap -
9.8 tiles/m²
100mm headlap -
10.6 tiles/m²

Nail Size
40mm x 3.35mm 
Aluminium Alloy

Batten Size
50 x 25mm (rafters not 
exceeding 600mm c/c)

Weight of Pallet
960kg

Minimum Pitch
75mm headlap - 22.5°

Size
418mm x 330mm

Weight
4.8kg

Thickness
30mm

Cover Width
298mm

Minimum Headlap
75mm

Maximum Gauge
343mm

Tile Clip
Natural Tile Clip fixed 
with a 65 x 3.35mm nail

Tiles per Pallet
192

Tiles per Band
32

Weight of Tiling
75mm headlap -
47kg/m²
100mm headlap -
51kg/m²

Covering Capacity
75mm headlap -
9.8 tiles/m²
100mm headlap -
10.6 tiles/m²

Nail Size
40mm x 3.35mm 
Aluminium Alloy

Batten Size
50 x 25mm (rafters not 
exceeding 600mm c/c)

Weight of Pallet
922kg

Minimum Pitch
75mm headlap - 22.5°

Size
267mm x 165mm

Weight
1.3kg

Thickness
12mm

Cover Width
165mm

Minimum Headlap
65mm

Maximum Gauge
100mm
115mm (vertical)

Tiles per Pallet
900

Tiles per Band
12

Weight of Tiling
65mm headlap -
78kg/m²

Covering Capacity
65mm headlap -
60 tiles/m²

Nail Size
38mm x 2.65mm 
Aluminium Alloy

Batten Size
38 x 25mm (rafters not 
exceeding 600mm c/c)

Weight of Pallet
1170kg

Minimum Pitch
35°

Profiles available are Uni Angle and 
Half Round. Crested Ridge Block 
Ends are also available on request

LH RH LH RH

LH RH

Edwardian Elizabethan

Georgian Jacobean

Victorian Windsor

RussFast Ridge 5m RussFast Hip 5mRussFast Hip 5m RussFast Mono Ridge 5m Dry Ridge 3m Dry Hip 3m

Natural Range Dry Verge System Commercial Range Dry Verge System Dry Fix Valley 3m

Ridge Union x6

Tile Fixings

Left Hand Right Hand
Left Hand Right Hand

Hip Union
x6

Uni Angle

Multi

Third Round

125mm x 4.5mm S/S Nail
x6

Neoprene Washer
x6

Hip Batten Connector
x6

Ridge Batten Connector
x6

70mm valley components - to suit the Natural Range tile profiles

110mm valley components - to suit the Commercial Range tile profiles

Minimum Pitch: As per tile profile   Maximum Pitch: 60°

Eaves Vent System 6m

The Eaves Vent System 6m is available as either a 2 part or 3 part system providing a 

10mm or 25mm ventilation gap. A Bird Comb Filler is available separately

Gas Vent Ridge RussVent Abutment Vent System 3m

*Pitch, headlap and rafter lengths are site/location specific; refer to 
our website or Technical Department for further information.

Russell Roof Tiles policy is one of continual product development 
and therefore we reserve the right to alter product specifications 
without prior notice. Information contained within this document was 
accurate at the time of publication. For up to date product 
specifications visit our website: www.russellrooftiles.co.uk 

For clip nail sizes visit our website: www.russellrooftiles.co.uk

Hip Iron

Mono Ridge Block End Left Hand
457mm x 300mm x 150mm
Weight
10kg
Maximum Roof Pitch
35°

Mono Ridge Block End Right Hand
457mm x 300mm x 150mm
Weight
10kg
Maximum Roof Pitch
35°

Vent Tile

Roof Tiles
Natural Range

Multi

Uni Angle

Half Round

Extension box
Available Separately

Batten End Bracket
Available separately on request

Batten End Bracket
Available separately on request

An R Type adaptor for connection is 
available from plumbing and gas merchants

For full Vent Tile profile availability, accessories and 
technical information please visit our website: 
www.russellrooftiles.co.uk 

Plain Tile Accessories

Uni Angle Multi Half Round Uni Angle Multi Half Round

Commercial Range Ridge End Cap
All components available with a 70mm or 110mm upstand 

7251

For roof pitches over 45° please consult Technical

Maximum Pitch
90°

Galloway Lothian Moray Polden Bute Grampian Highland Double Roman Pennine Plain Tile

Hip Strips (1.6m) are available separately Hip Strips (1.6m) are available separately


