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Bute3® Tile Installation Guide

Tile Clip Verge Clip Eave Filler

Setting Out Bute3®

Bute3® is laid with a broken bond pattern as shown, starting with a full tile at the eaves verge, alternating 
courses with cut tiles to offset the bond.  

Where two fixings at verges and perimeters are not possible, bond small tile cuts to adjoining full tiles (See 
Russell Roof Tiles Fixing Small Interlocking Tile Cuts Data Sheet).

1/6 Bond 5/6 BondHalf Bond
1/6 Bond Pattern 5/6 Bond Pattern1/2 Bond Pattern

HSG33 outlines best practices for working safely on roofs and the recommended direction of work, helping 
to avoid imposed loads on completed sections. Care should always be taken to avoid directly trafficking 
across tiles.

Single-lap tiles should be installed from right to left using a perpendicular (perp) line to ensure the vertical 
start line of the roof covering is straight. This allows for any differences in length between the ridge and 
eaves to be accounted for during tile installation.

Ideally, perp lines should be marked after every third tile. This allows the horizontal shunt in the tile interlock 
to be used to keep the tiles aligned, minimising the need for variation to cutting when cuts are necessary. 
Cuts will be of equal size, improving both appearance and efficiency, which in turn promotes neat and 
precise working practice and accuracy.

Cut tiles are made on site from full tiles to suit the specific installation, eliminating the need to order or 
quantify accessories such as half tiles. Care should always be taken to achieve neat cuts and a clean 
finish, working in accordance with relevant legislation, such as guidance from the HSE. For example, tiles 
should be cut in a designated area with appropriate dust control measures in place, including the use of 
proper equipment and a ready supply of water.

Tiles should be cleaned and cementitious cutting dust must first be brushed and washed off before any 
cement slurry has time to set on their surface.



25133

Fixing Instructions Data Sheet

www.russellrooftiles.com2 of 4

Bute3® Tile Installation Guide

Suggested Nailing Positions

1 nail specified

2 nails specified

The requirement for tile fixings is determined by obtaining a site-specific fixing specification, available on 
our website.
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Bute3 Tile Clips

Engage the head of the Bute3 Tile Clip onto the 
interlock and insert the clip under the batten. 

A ‘click’ will be heard when the clip is engaged.

Use a Bute3 Eaves Clip to secure the Bute3® tile at 
the eaves. 

Measure the bend point.

Bute3 Tile Clip

Bute3 Eaves Clip - 1

Bute3 Tile Clip Bute3 Verge ClipBute3 Eaves Clip
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Secure the clip into timber.

Bute3 Eaves Clip - 2

Bute3 Eaves Clip - 3

Bend the clip.


