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Notes

Close any cavity at base using tin snips and folding internally as needed. 

All rolled lead sheet details to be in accordance with the Lead Sheet Training Academy recommendations. 

https://leadsheet.co.uk  
Tel: 01622 872432

Preparation

Tiling battens on counter battens. Tiling battens to meet at corner detail. Ensure the substrate is true and 
plumb.

Trim Installation / Weatherproofing

Install External Angle Trim at corner with the flashing against face of battens, and fix at the head into top 
tiling batten using 2 stainless steel 3.5 x 20mm screws.

• Lengths: 1.5m lengths with a minimum 50mm lap from bottom of lowest head fixing

Fixing

Setting Out

Tiling must be set out from the corner and the bond pattern should be 5/6 to ensure that 2no fixing holes
are used (see images).

Tile Cutting

Neatly cut tiles and position against the corner to form a tight junction. Use a suitable cutting tool to ensure 
a clean straight edge. Remove tile nibs that intersect flashing.

Top Flashing

Fix and dress a code 4 lead flashing over the top course of tiling. Lead flashing not supplied by Russell 
Roof Tiles.

Tiles to be twice screwed on both sides of the corner trim flashing using 45mm x 4.5mm stainless steel 
screws and must not penetrate the corner flashing. All other tiles must be nailed and clipped as per 
bespoke fixing specification.


